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REGOLAMENTO INTERNO

AUTIST]
OGO

OBBLIGHI / REQUIREMENTS
NELLU'AREA/INSIDETHEAREA B B @B

*E vietato iniziare le manovre di carico/scarico senza il permesso da parte
del personale incaricato interno;

*E’ vietato allontanarsi dallautomezzo e dalla piazzola durante le
operazioni di scarico/carico;

E_vietato accedere ai reparti dell’azienda che non siano le aree di
carico/scarico;

*E’ vietato allontanarsi dal proprio mezzo, se non per consegna e ritiro
documenti di trasporto;

Tirare il freno a mano, spegnere il motore e quindi raggiungere gli uffici;
*E’ vietato tenere il motore acceso nell'area di scarico/carico;

*Porre massima attenzione durante l'uscita dalla cabina del mezzo di
trasporto, verificando 'assenza di_mezzi di sollevamento operanti nella
Z0ona;

*Non fumare e non accendere torce a combustibile liquido o solido;
eDurante le operazioni di carico/scarico l'autista deve rimanere a
disposizione nelle immediate vicinanze del mezzo, attendendo in cabina o
in luogo sicuro il completamento delle operazioni;

*Se si ha necessita di accedere ai servizi igienici, si deve richiedere al
personale interno l'autorizzazione all'accesso e si devono utilizzare gli
appositi passaggi dedicati ai pedoni ponendo la massima attenzione ad
eventuali attraversamenti di vie di transito dei mezzi di sollevamento;

*Una volta che la merce €& stata scaricata/caricata, il responsabile il
responsabile interno informera il conducente; solamente a questo punto il
veicolo puo essere rimosso dalla zona di carico/scarico;

*Durante le operazioni di manovra verificare sempre assenza di persone
in_prossimita_del veicolo e tenere sempre abbassato il finestrino per
ricevere messaggi / segnali di pericolo / allarme dal personale interno;

sLa sosta notturna e prevista all’esterno;
\_ M. Allais (HSE) 07/2009 /
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INTERNAL COMPANY RULES

DRIVERS
OGO

OBBLIGHI / REQUIREMENTS

NELLU'AREA/INSIDETHEAREA B B @B

eIt is prohibited to start operations of loading / unloading without
permission from the internal staff in charge of procedure;

eIt is prohibited to move away from the truck and the area during unloading
/loading;

oIt is prohibited to enter inside the company except for the areas of loading
/unloading;

oIt is prohibited to move away from the truck, except for delivery and
collection of the transport documents;

«Pull the handbrake, switch off the engine and then reach the offices;

eIt is prohibited to keep the engine running in the unloading / loading
points;

*Put attention during the exit from the cab of the vehicle, verifying the
absence of lifting equipment operating in the area;

*Do not smoke and do not turn on liquid fuel torches or solid form;

*During loading / unloading the driver must remain available in the area,
waiting - in the cabin or in a safety zone - the completion of operations;

*If you need access to toilets, it should ask the staff to allow access to and
you must use the appropriate steps dedicated to pedestrians by placing
the maximum attention to possible areas of transit routes of lifting
equipment;

*Once the goods are unloaded / loaded, the internal responsible will inform
the driver, only at this point the vehicle can be removed from the area of
loading / unloading;

*During truck handling always verify the absence of people in the proximity
of the vehicle and keep down the window to receive messages/warning
*The night parking is planned out

\_ M. Allais (HSE) 07/2009 /




